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THROUGH LANE

PROFILE
GRADE

/

, y EXISTING 10" PCC PYMT -
/ V4 TO BE REMOVED
/ //EXISTING BIT. SHOULDER

TO BE REMOVED

/ PROPOSED CONCRETE CURB, TYPE B-6.24 - INCIDENTAL

EXISTING BIT. SHOULDER

12 VARIES 2.2
THROUGH TANE -
1.0°
et
2.0%
RN
NN
AN \‘

/ POURED INTEGRAL WITH APPROACH PAVEMENT

“PROPOSED MEDIAN SURFACE, TYPE A 4

BRIDGE APPROACH

BIT CONC BSE CSE WIDENING NOT SHOWN.

10 BE USED

TO BE REMOVED

PROPOSED SUB BASE
GRANULAR MATERIAL,4" . AN

. ~
. AN \\
\ SN

PROPOSED BRIDGE APPROACH PAVEMENT ™\ SN

REFER TO SHEET 87 OF 258 IN PLANS .
PROPOSED BITUMINOUS SHOULDERS, 8\ "

PROPOSED TRAFFIC BARRIER TERMINAL - TYPE 6\

PAVEMENT (SPECIAL) - LOOKING WEST

WESTBOUND ILLINOCIS 13

STA 57+32.92 TO 57+62.92 (EAST)
STA 58+40.92 TO 58+70.92 (WEST

REFER TO BRIDGE TRAFFIC CONTROL DETAILS

FED. ROAD DIST. NO. - | ILLINOIS | FED. AID PROJECT
% (12-12N,1-5,7$-3,8-1

“._STONE RIP-RAP CLASS A-3
(SPECIAL)
(TYPICAL OF EAST APPROACH ONLY)

TYPICALS - ILLINOIS 13 (WESTBOUND)




